
Although the Propel Drive is very dependable, never 
pedal out farther than you are willing to paddle back. 

OWNERS MANUAL 
ASSEMBLY, MAINTENANCE, AND WARRANTY 
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Your Propel comes shipped to 

you in this robust box to help 

prevent shipping damage and 

requires some assembly. 

Propel Parts Bag.* 

Left and Right 

Crankarm Assemblies 

Main Propel Assembly 

*The Propel Parts Bag 

includes: 

 

1)  4mm Hex Wrench 

1)  8mm Hex Wrench 

2)  Crank Arm Bolts 

1)  Spare Shear Pin 
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 Retrieve your thwart tube from 

your kayak and insert the tube 

through one side of the thwart tube 

clamp. 

 Center the thwart tube on the 

thwart clamp. 

Assembly Instructions 

Step 1.   Install Thwart Tube 

Secure the thwart tube in place by tightening the screws to 35 in/lbs (4Nm) of 

torque, utilizing the included 4mm hex wrench . This is just enough pressure 

to keep the bar from spinning when rotated with a firm grip.  

Do not over tighten these two screws. Over tightening will result in 

damage not covered under warranty. 

Correct 

Incorrect 
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The Crankarms on the Propel, like 

a bike, are Left and Right specific. 

The correct orientation of the Pro-

pel is with the prop facing you and 

the thwart away from you, as you 

would pedal it in your kayak. 

Left                        Right 

 2.  Install the Left and Right Crankarms 

On the Crankarms and caps are color coded ñLò and ñRò stickers. There is 

also a ñLò and ñRò laser etched into the Crankarms for future reference. 

Left side color coded Orange Right side color coded Green 

Install the Crankarm bolts; starting them by hand and then tightening 

to 25 ft/lbs. (35Nm) utilizing the included 8mm hex wrench. 
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 3.  Install your PropelÊ in your Kayak 

 4.  Lock PropelÊ  

 

 Set the aluminum thwart tube into 

the half round recesses located in 

front of the drive box. Push the 

slider latch forward to lock the tube 

in place. To remove the PropelÊ , 

push the slider latch backward to 

unlock the tube, repeat on opposite 

side. 

Lower the PropelÊ through the 

drive box. Lock the PropelÊ in 

position with the slider latch in-

stalled on the front of your drive 

box. Replace the drive box cover.  


